TRI-STATE FIRE PROTECTION DISTRICT
DUPAGE AND COOK COUNTIES, ILLINOIS

ORDINANCE NO. 2024-0-007

AN ORDINANCE OF THE TRI-STATE FIRE PROTECTION
DISTRICT, ADOPTING THE 2024 EDITION OF THE
INTERNATIONAL FIRE CODE, REGULATING AND
GOVERNING THE SAFEGUARDING OF LIFE AND
PROPERTY FROM FIRE AND EXPLOSION HAZARDS
ARISING FROM THE STORAGE, HANDLING AND USE OF
HAZARDOUS SUBSTANCES, MATERIALS AND DEVICES,
AND FROM CONDITIONS HAZARDOUS TO LIFE OR
PROPERTY IN THE OCCUPANCY OF BUILDINGS AND
PREMISES IN THE TRI-STATE FIRE PROTECTION
DISTRICT; PROVIDING FOR THE ISSUANCE OF PERMITS
FOR HAZARDOUS USES OR OPERATIONS; REPEALING
ORDINANCE NO. 2020-0-002 OF THE TRI-STATE FIRE
PROTECTION DISTRICT AND ALL OTHER ORDINANCES
AND PARTS OF THE ORDINANCES IN CONFLICT
HEREWITH

ADOPTED BY THE
BOARD OF TRUSTEES OF THE
TRI-STATE FIRE PROTECTION DISTRICT
THIS 19TH DAY OF NOVEMBER, 2024




TRI-STATE FIRE PROTECTION DISTRICT

Ordinance No. 2024-0-007

AN ORDINANCE OF THE TRI-STATE FIRE PROTECTION DISTRICT,
ADOPTING THE 2024 EDITION OF THE INTERNATIONAL FIRE CODE,
REGULATING AND GOVERNING THE SAFEGUARDING OF LIFE AND
PROPERTY FROM FIRE AND EXPLOSION HAZARDS ARISING FROM THE
STORAGE, HANDLING AND USE OF HAZARDOUS SUBSTANCES,
MATERIALS AND DEVICES, AND FROM CONDITIONS HAZARDOUS TO
LIFE OR PROPERTY IN THE OCCUPANCY OF BUILDINGS AND PREMISES
IN THE TRI-STATE FIRE PROTECTION DISTRICT; PROVIDING FOR THE
ISSUANCE OF PERMITS FOR HAZARDOUS USES OR OPERATIONS;
REPEALING ORDINANCE NO. 2020-0-002 OF THE TRI-STATE FIRE
PROTECTION DISTRICT AND ALL OTHER ORDINANCES AND PARTS OF
THE ORDINANCES IN CONFLICT HEREWITH

WHEREAS, The Tri-State Fire Protection District, DuPage and Cook Counties,
llinois (the “District”), is a fire protection district duly organized under the laws of the

State of lllinois, including but not limited to the lillinois Fire Protection District Act (the
"Act,” 70 ILCS 705/0.01 ef seq.); and

WHEREAS, Section 1 of the Act (70 ILCS 705/1), provides that the District was
created in the public interest to promote and protect the health, safety, welfare and
convenience of the public and to, therefore, engage in the establishment, maintenance
and operation of facilities for the prevention and control of fires and the establishment of
regulations with respect thereto; and

WHEREAS, the District's Board of Trustees (the "Board") has express power
pursuant to Section 11 of the Act (70 ILCS 705/11) to adopt and enforce fire prevention
Codes and standards parallel to national standards to promote fire prevention; and

WHEREAS, the Board has full power pursuant to Section 6 of the Act (70 ILCS
705/6) to pass necessary ordinances, and rules and regulation for the proper
management and conduct of the business of the Board for carrying into effect the
objects for which the District was formed; and

WHEREAS, Section 11 of the Act (70 ILCS 705/11) empowers and makes it the
legal duty and obligation of the District's Board to provide as nearly adequate protection
from fire for all persons and property within the district as possible and to prescribe
necessary regulations for the prevention and control of fire therein; and

WHEREAS, the District is empowered by the Act to provide reasonable
safeguards through fire prevention Codes to protect the public health and safety against
the hazards of fire in buildings and structures; and

WHEREAS, pursuant to its statutory authority, the Board has determined it to be
in the best interest of the District to repeal its previous Fire Prevention and Safety Code,
Ordinance No. 2020-O-002 and to adopt this Ordinance for Minimum Fire Protection
Regulations Governing the Safeguarding of Life and Property (hereinafter referred to as
the "Fire Prevention Code"), for the control of fire protection in buildings and structures
as herein provided; and each and all of the regulations, provisions, penalties, conditions



and terms as amended of the published 2024 Edition of The International Fire Code as
codified in this Ordinance; and

WHEREAS, the Board of Trustees deems it in the best interest of the District to
adopt the 2024 international Fire Code with certain deletions and amendments; and

WHEREAS, copies of the aforementioned standards and the 2024 Edition of The
International Fire Code have been on file with the District for thirty (30) days and has,
during that time, been available for public use, inspection, and examination; and

WHEREAS, the Board finds and determines that the adoption of this Ordinance
to completely replace Ord. 2020-0-002 is necessary and proper, and in the continuing
best interest of the District and its residents; and

WHEREAS, the Board, with advice and on recommendation of District staff, has
reviewed the Fire Prevention Code in its entirety with the amendments as set forth in
Exhibit 1.

NOW, THEREFORE, be it ordained by the Board of Trustees of the Tri-State Fire
Protection District, DuPage and Cook Counties, Hlinois as follows:

SECTION 1: The Board finds the statements contained in the preamble to this
Ordinance to be true and correct, and hereby adopts them as if written here in full.

SECTION 2: The Board of Trustees of the Tri-State Fire Protection District
hereby adopts the Infernational Fire Code, 2024 Edition, except as amended in Exhibit 1
to this Ordinance, and referenced standards and appendices, as published by the
International Code Council, as the Fire Code of the Tri-State Fire Protection District.
Where differences occur between the provisions of this Code and the referenced
standards, the provisions set forth in this Code shall apply.

SECTION 3: A copy of the adopted Fire Code shall be placed on file at the
District headquarters fire station and shall be available for public inspection during
regular business hours as provided by law.

SECTION 4: Future versions of the Fire Code adopted herein by the Tri-State
Fire Protection District that incorporate by reference the 2024 International Fire Code as
amended, may be revised by Board approval through an amendment to the current
Exhibit 1 to this Ordinance.

SECTION 56: As provided under Section 113.4 of the International Fire Code,
2024 Edition, and amended in Exhibit 1, the foliowing penalty and fine provision shall
apply to violations of the Fire Code: “113.4 Violation penalties. Persons who shall
violate a provision of this code or shall fail to comply with any of the requirements
thereof or who shall erect, install, alter, repair or do work in violation of the
approved construction documents or directive of the fire code official, or of a
permit or certificate used under provisions of this code, shall be guilty of an
offense under this code, punishable by a fine of not less than ONE HUNDRED
DOLLARS ($100.00) but in no case more than SEVEN HUNDRED FIFTY
DOLLARS ($750.00) for each violation. Each day that a violation continues after
due notice has been served shall be deemed a separate offense.”



SECTION 6: As provided under Section 114.4 of the International Fire Code,
2024 Edition, and amended in Exhibit 1, the following additional penalty and fine
provision shall apply to violations of the Fire Code: “114.4 Failure to comply. Any
person who shall continue any work after having been served with a stop work
order, except such work as that person is directed to perform to remove a
violation or unsafe condition, shall be liable to a fine of not less than ONE
HUNDRED DOLLARS ($100.00) and not more than SEVEN HUNDRED FIFTY
DOLLARS ($750.00).”

SECTION 7: As provided under Section 114.5 of the International Fire Code,
2024 Edition, and amended in Exhibit 1, the following additional penaity and fine
provision shall apply to violations of the Fire Code: “Section 114.5 Injunctive
Relief: As an alternative or in conjunction with the imposition of other penalties
as provided in other provisions of this code, the District may elect to seek
injunctive relief from a court of equity requiring compliance with the code,
demolition of the offending structure or removal of an offending condition. At the
court's discretion, and if authorized under lllinois law, the District shall be entitled
to an award of reasonable attorneys’ fees and all costs of litigation, including
court costs, deposition fees and expert witness fees incurred in enforcing this
provision of the code.”

SECTION 8: The specific terms and conditions of this Ordinance shall completely
replace and supersede all provisions of Ord. 2020-0-002.

SECTION 9: Nothing in this Ordinance shall invalidate or supersede the
provisions of District Ordinance 17-0O-005 (electronic records) or District Ordinance
2024-0-008 (open burning).

SECTION 10: Should any section, paragraph, sentence or word of this
Crdinance or of the Fire Code hereby adopted be declared for any reason to be invalid,
it is the intent of the Board that it would have passed all other portions of this Ordinance
independent of the elimination of any invalid portion.

SECTION 11: This Ordinance shall be in full force and effect from and after its
passage, approval and publication in accordance with the law.



ADOPTED this 19" day of November, 2024 by the following roll call vote:

AYES: 3

NAYS: o

ABSENT: O

ABSTAIN: Ie
> pK Wolski, P?esrdent Board of Trustees
Z Tri-State Fire Protection District

ATTEST:

M«M»
anielle Scarpelli, Secretary, Board of Trustees

Tri-State Fire Protection District



STATE OF ILLINOIS )
) SS
COUNTY OF DUPAGE )

SECRETARY'S CERTIFICATE

[, DANIELLE SCARPELLI, the duly qualified and acting Secretary of the Board
of Trustees of the Tri-State Fire Protection District, DuPage County, lllinois, do hereby
certify that the attached is a true and correct copy of an Ordinance entitied:

ORDINANCE NO. 2024-0-007

AN ORDINANCE OF THE TRI-STATE FIRE PROTECTION DISTRICT,
ADOPTING THE 2024 EDITION OF THE INTERNATIONAL FIRE CODE,
REGULATING AND GOVERNING THE SAFEGUARDING OF LIFE AND
PROPERTY FROM FIRE AND EXPLOSION HAZARDS ARISING FROM THE
STORAGE, HANDLING AND USE OF HAZARDOUS SUBSTANCES,
MATERIALS AND DEVICES, AND FROM CONDITIONS HAZARDOUS TO
LIFE OR PROPERTY IN THE OCCUPANCY OF BUILDINGS AND PREMISES
IN THE TRI-STATE FIRE PROTECTION DISTRICT; PROVIDING FOR THE
ISSUANCE OF PERMITS FOR HAZARDOUS USES OR OPERATIONS;
REPEALING ORDINANCE NO. 2020-0-002 OF THE TRI-STATE FIRE
PROTECTION DISTRICT AND ALL OTHER ORDINANCES AND PARTS OF
THE ORDINANCES IN CONFLICT HEREWITH.

which Ordinance was duly adopted: by said Board of Trustees at a regular meeting held
on the 19" day of November, 2024.

| do further certify that a quorum of said Board of Trustees was present at said
meeting, and that the Board of Trustees complied with all the requirements of the illinois
Open Meetings Act.

IN WITNESS WHEREOF, | have hereunto set my hand this 19" day of November, 2024.

N
anielle Scarpelli, Secretary, Board of Trustees
Tri-State Fire Protection District




EXHIBIT 1 to ORDINANCE 2024-0-007
TRI-STATE FIRE PROTECTION DISTRICT
FIRE PREVENTION CODE ORDINANCE

Code Adopted: The regulations of the 2024 edition of the International Fire Code, as published by the
international Code Council, are hereby adopted by reference and incorporated herein as the regulations
to govern and safeguard life and property from the hazards of fire and explosion arising from the storage,
handling and use of hazardous substances, materials and devices; and from conditions hazardous to life
or property in the use or occupancy of existing or proposed new buildings, structures, and/or premises in
the Tri-State Fire Protection District with such amendments as are set forth herein to serve as the Fire
Code and/or Fire Prevention Code of the Tri-State Fire Protection District.

Amendments: The following additions, insertions, deletions and changes are hereby made to the 2024

International Fire Code adopted by reference to serve as the Fire Code of the Tri-State Fire Protection
District:

CHAPTER 1 - SCOPE AND ADMINISTRATION

Section 101 SCOPE AND GENERAL REQUIREMENTS
Section 101.1 Title. Section 101 .1 shall be revised in its entirety to read as follows:

"Section 101.1 Title. These regulations shall be known as the as the Fire Code of the Tri-State Fire
Protection District, DuPage and Cook Counties, lllinois, hereinafter referred to as the "Fire Code" or the
"code" herein. The Fire Code and/or code may also be referred to as the 'Fire Prevention Code."

Section 101.1 Creation of agency. Amend by deleting the words and punctuation marks,
"[Name of Department]” and insert the words “Tri-State Fire Protection District.”

Section 102 APPLICABILITY

Section 102.1; change #3 to read as follows:

3. Existing structures, facilities, and conditions when required in Chapter 11 or in specific sections of this
code.

Section 102.4 Application of building code. Delete in its entirety and in lieu thereof substitute with the
following new Section 102.4:

“Section 102.4 Application of building code. The design and construction of new structures shall comply
with the International Building Code or other governing building code adopted by the county in which
the subject structure is located, and any alterations, additions, changes in use or changes in structures
required by thiscode, which are within the scope of the International Building Code or other governing
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building code, shall be made in accordance herewith. Where corresponding sections of the International
Fire Code have been modified or amended within the International Building Code or other governing
building code, the stricter application shall apply. These sections include, but are not limited to,

modifications or amendments to the requirements for fire suppression systems, fire alarm systems and
means of egress."

Section 102.10 Conflicting provisions. Add the following new sentence to Section 102.10: "Where there
is a conflict between a corresponding requirement in the International Fire Code adopted herein and the
International Building Code or other governing building code, the most strict application shall apply.”

SECTION 102 APPLICABILITY. Amend by adding the following new Section 102.13:
Section 102.13 Provisions With Respect To Certain Use Group “U” Structures:

Notwithstanding any language contained in the following referenced sections to the contrary, all use
group "U" structures which exceed two thousand (2,000} square feet in gross area and which are
intended to be used or are used at any time for assembly purposes shall comply with all applicable
sections of this code and the International Building Code .

Additionally, notwithstanding any language contained in the following referenced sections to the
contrary, all use group "U" structures which exceed two thousand (2,000} square feet in gross area
(whether legal, legal nonconforming or illegal) existing on the effective date hereof and which are used
at any time for assembly purposes shall be brought into conformance with all applicable sections of this
code and the adopted International Building Code on or before April 1, 2020. April 1, 2020 shall, for all
purposes, be deemed an appropriate amortization period for every such legal, legal nonconforming and
illegal use presently existing within the limits of Tri-State Fire Protection District.

Should any such use hereafter be located within Tri-State Fire Protection District by reason of annexation
of a lot or parcel on which such use is located, then such use shall be brought into conformance with the
above referenced Sections within eleven (11) months after the date of annexation. Such eleven (11)
month period shall, for all purposes, be deemed an appropriate amortization period for every such legal,
legal nonconforming and illegal use so annexed to Tri-State Fire Protection District."

Section 112 MEANS OF APPEALS.

Section 112.1 Means of Appeals Established: At the end of Section 109.1 insert the following new
sentence:

Each owner and occupant who is affected by this section shall have the right to appeal from the decision
of the District made pursuant to this section. The board of appeals shall consist of the President of the
Board of Trustees, the District's Fire Chief, and the Deputy Fire Chief. All appeals shall be made to the

board of appeals of the District as hereinafter constituted and within ten (10} days after receipt of notice
of the decision of the District.
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New Sections 112.5, 112.6, 112.7, 112.8, 112.9.

Add the following new Sections to Section 112, including Sections 112.5, 112.6, 112.7, 112.8, 112.9 as
follows:

Section 112.5 Actions by the board of appeals. All actions of the Board must have the concurrence of a
majority of those members then holding office. Any action taken by the board of appeals on an appeal
may be taken by a written vote of a majority of the members upon each voting member certifying that

he has read and considered the transcript of the hearing proceedings held by the board of appeals in his
or her absence,

Section 112.6 Procedure. The rules of procedure during a hearing on an appeal shall be similar to the
procedures for appeals as adopted by the Board of Trustees of the Tri-State Fire Protection District. In
any event, all evidence that is relevant and material and of probative value shall be admitted. Hearsay
evidence alone shall not support any decision of the Board.

Section 112.7 Board recommendation. Recommendations from the Board shall be made within such

time as may be set by the The Fire Chief, but, in any event, not later than thirty {30) days after
receipt of the transcript of proceedings.

Section 112.8 Powers of the Board: The Board of Appeals shall have the following powers:
a. To make fact findings and to review fact findings of the District, provided that fact findings of

the District shall be presumed to be correct until rebutted by a clear preponderance of the
evidence to the contrary.

b. An application for appeal shall be based on a claim that the intent of this code or the rules
legally adopted hereunder have been incorrectly interpreted, the provisions of this code do not

fully apply, or an equivalent method of protection or safety is proposed. The board shall have no
authority to waive requirements of this code.

Section 112.9 Review by the Board of Trustees. Within thirty (30) days of the receipt of any
recommendation by the board of appeals pursuant to the right of appeal provided herein, the appeal
shall be presented to the Board of Trustees of the Tri-State Fire Protection District for vote to grant or
deny the time extension or variation, or refer the matter back to the board of appeals for further
consideration. If the board of appeals favorably recommends the granting of a time extension or
variation, that time extension or variation may be granted by resolution by a majority vote of the Board
of Trustees. If the board of appeals does not favorably recommend the granting of a time extension or

variation, that time extension or variation may be granted only by favorable vote of two-thirds (2/3) of
the Board of Trustees of the Tri-State Fire Protection District."

Section 113 Violations

Section 113.4 Violation Penalties. Delete the language in Section 113.4 in its entirety and replace with
the following revised language as follows:
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113.4 Violation penalties. Persons who shall violate a provision of this code or shall fail to comply with
any of the requirements thereof or who shall erect, install, alter, repair or do work in violation of the
approved construction documents or directive of the fire code official, or of a permit or certificate used
under provisions of this code, shall be guilty of an offense under this code, punishable by a fine of not
more than ONE HUNDRED DOLLARS ($100.00) but in no case more than SEVEN HUNDRED FIFTY

DOLLARS ($750.00) for each violation. Each day that a violation continues after due notice has been
served shall be deemed a separate offense. '

Section 114 Stop Work Order

Section 114.4 Failure to Comply. Delete in its entirety and in lieu thereof substitute with the following
new Section 114.4:

Section 114.4. Any person who shall continue any work after having been served with a stop work order,
except such work as that person is directed to perform to remove a violation or unsafe condition, shall

be liable to a fine of not less than ONE HUNDRED DOLLARS ($100.00) and not more than SEVEN
HUNDRED FIFTY DOLLARS ($750.00)."

114.5 INJUNCTIVE RELIEF. Amend by adding the following new Section 114.5 Injunctive Relief, to Section
114

Section 114.5: As an alternative or in conjunction with the imposition of other penalties as provided in
other provisions of this code, the District may elect to seek injunctive relief from a court of equity
requiring compliance with the code, demolition of the offending structure or removal of an offending
condition . At the court's discretion, and if authorized under Hiinois law, the District shall be entitled to
an award of reasonable attorneys' fees and all costs of litigation, including court costs, deposition fees
and expert witness fees incurred in enforcing this provision of the code."

New Section 116 Miscellaneous. Add a new Section 116 with the following new Sections 116.1 through
116.4:

SECTION 115 Unsafe Structures or Equipment. Amend by adding the following new Section 115.5:

Section 115.8 Fire Watch: Where conditions exist that are deemed hazardous to life and property by Fire
Code Official, or their designee, a fire watch shall be implemented. The Fire Code Official, or their
designee, shall determine the number of personnel required and the duration necessary for the fire
watch. A fire watch shall be conducted by trained personnel that will be approved by the Fire Prevention
Bureau. Conditions that may require a fire watch shall include, but not limited to the following:

A. Newly constructed building opened for occupancy prior to completion of the fire safety equipment
and supervision;

B. Buildings in which the fire safety equipment and supervision is placed out-of-service for over four (4)
hours;

C. Building with an occupancy load greater that the posted numbers;
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D. Special programs or events where there will be space for standing room over the seating area and the
exits will handle both seated and standing people;

E. Situations where the fire-load is greater than the normal day-to-day operation; or
F. Where the fire code official has determined that a life safety situation exists requiring such fire watch."

116 MISCELLANEOUS

116.1 Enforcement and Delegation of Duties.

1. This code or fire prevention code shall be enforced by the Fire Prevention Bureau of Tri-State Fire
Protection District.

2. The Fire Chief may delegate the review of all plans submitted in compliance with the terms of this
chapter, as well as the inspection of any required construction or improvement, to fire inspectors
employed or appointed by any appropriate Fire Protection District. He may further request that such fire
inspector give written approval of any plan required under the terms of this chapter.

116.2 Prohibited or Restricted Storage or Manufacturing,
1. Notwithstanding any provisions of the International Fire Code or any other code, rule or regulation

incorporated herein to the contrary, the storage of explosives and blasting agents and the manufacture
and/or storage of fireworks is expressly prohibited.

2. The storage of flammable or combustible liquids in outside, above ground tanks is also expressly
prohibited except that storage of flammable or combustible liquids shall be permitted in outside,
aboveground tanks provided such tank has a maximum capacity of two thousand one hundred (2,100)
gallons and complies with all of the requirements set forth in Chapter 57 of this code.

3. The bulk storage of liquefied petroleum gas shall be permitted subject to the restrictions contained in
Chapter 61 of the International Fire Code and shall further not be located near populated areas or
congested commercial areas. The bulk storage of liquefied petroleum gas provided for herein shall be
permitted only upon written approval of the Fire Prevention Bureau of Tri-State Fire Protection District.

116.3 Regulations Governing Construction of High Rise Buildings.

Notwithstanding any provisions of this fire prevention code to the contrary, no construction,
modification, alteration or improvement of any building or structure, whether multi-family, office,
industrial or commercial, in excess of the lesser of three (3) stories or thirty feet (30") in height,
measured from surrounding grade, shall be commenced until the plans and specifications for such

construction, modification, alteration or improvement have been approved by the fire code official as
being in compliance with the following requirements:

Water: All plans submitted hereunder shall provide for and depict the location, placement and type of
fire hydrants, fire department connections to the standpipe system and sprinkler system. Each such

hydrant shall have one (1) 4 1/2-inch and two (2) 2 1/2-inch fire department connections with national
standard threads (NST).
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(a) Each such building or structure shall have standpipes of a minimum diameter of four inch (4 *) and
maximum of six inch (6") conforming to National Fire Protection Association 14 Standpipe Class 1, with
the size and lacation of said standpipes to be as approved by the fire code official. Each such standpipe
shall have a two and one-half inch (2 1/2") fire hose valves, removable two and one-half inch {21/2")to0
one and one-half inch (1 1/2") NST caps, at each floor in the stairwell. There shall be a minimum of one
such standpipe for each stairwell. Each standpipe shall be equipped with its own individual control valve
and water flow alarm.

(b) Each such building shall be equipped with fire pumps conforming to National Fire Protection

Assaciation 20. Said pumps shall be located at the lowest building level or as otherwise designated by
the fire code official.

116.4 Electrical Systems and Alarm Systems. ‘
(a) All plans submitted hereunder shall provide for and depict the location of non-energized conduit
wiring and outlets acceptable to the fire code official for Fire Department or appropriate Fire Protection

District use, said wiring and outlets to be located on each and every floor of each such building or
structure.

{b) There shall be lacated on each floor of every such building and structure a conduit and outlet for
portable telephones for use by the Fire Department or appropriate Fire Protection District. Each building
or structure shall contain a fire alarm system covering all public areas therein, which there shall be
located on each floor of every such building and structure a conduit and outlet for portable telephones
for use by the Fire Department or appropriate Fire Protection District. Each building or structure shall
contain a fire alarm system covering all public areas therein, which system shall minimally comply with
the requirements of NFPA 72. Said system shall provide for direct supervised connections to the Fire
Department or appropriate Fire Protection District and at least one floor lobby in each such building or
structure. Fire alarm equipment shall be installed with the Fire Department or appropriate Fire
Protection District where feasible. Each building or structure shall be provided with emergency lighting
as specified in The International Building Code. Each elevator in every such building or structure shall be
equipped with a key operated override control and the control panel far said elevator located on the
ground floor of each building that shall contain recall controls, all acceptable to the Fire Department or
appropriate Fire Protection District. The override control in each elevator shall override all elevator call
devices. No elevator call device shall be sensitive to heat, water, light or smoke.

116.5 Modifications.

The fire code official shall have the power to grant relief from or approve substitutions to any of the
provisions of this fire prevention code, or any rule or regulation incarporated therein, upon written
application of any affected owner, or his duly authorized agent, when there are practical difficulties In
the way of carrying out the strict letter of the code; provided that the intent of the code shall be
observed and public safety secured. The particulars of such maodifications, when granted or allowed, and
the decision of the fire code official thereon shall be entered upon the records of the department and a
signed copy furnished to the applicants. If and when questions arise pertaining to the intent of any fire

prevention and/or life safety requirement, the current NFPA standards shall be referred to as accepted
engineering practices.
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116.6 Application of Provisions.

Except as provided elsewhere in this code, any existing building and/or structure shall be brought into
compliance with all applicable provisions of this code in the following situations:

1. If the structure or building is increased in floor area or in height, the entire structure or building shall
be made to conform with the requirements of this code.

2. if any portion is changed in occupancy, that portion separated by approved fire rated construction
shall be made to conform with the requirements of this code.

3. If any portion is altered or remodeled in a dollar amount in excess of thirty-five percent (35%) of the
fair market value of the building or structure before the alteration or remodeling, the entire building
structure shall be made to conform to the requirements of this code.

4. If a building or structure is damaged by fire or other cause in excess of thirty five percent (35%) of the

fair market value before the damage occurred, the entire structure or building (exclusive of foundation)
shall meet the requirements of the code."

CHAPTER 2 - GENERAL DEFINITIONS.

Add the following new definitions to Section 202:

DEPARTMENT OF FIRE PREVENTION: Tri-State Fire Protection District Fire Prevention Bureau.

DISTRICT. Tri-State Fire Protection District.

FIRE CODE OR FIRE PREVENTION CODE. The Fire Code or Fire Prevgntion Code adopted by the Tri-State
Fire Protection District.

INTERNATIONAL BUILDING CODE. The most current building code adopted by the county in which a
structure is located or other such building code adopted by the county."

AMBULATORY CARE FACILITY. Buildings or portions thereof used to provide medical, surgical, psychiatric,
nursing, or similar care on a less than 24-hour basis to persons who are rendered incapable of self-
preservation by the services provided or staff has accepted responsibility for care recipients already

incapable. This group may include but not be limited to the following:
- Dialysis centers

- Procedures involving sedation
-Sedation dentistry

- Surgery centers

- Colonic centers

- Psychiatric centers

ATRIUM. ADD An opening connecting two three or more stories...to the beginning of the text {remaining
text unchanged}

FIRE WATCH. A temporary measure intended to ensure continuous and systematic surveillance of a
building or portion thereof by one or more qualified individuals or standby personnel when required by
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the fire code official, for the purposes of identifying and controlling fire hazards, detecting early signs of
unwanted fire, raising an alarm of fire and notifying the fire department.

FIREWORKS: ADD and/or activated by ignition with a match or other heat-producing device.

REPAIR GARAGES: ADD: This occupancy shall also include garages involved in minor repair, modification
and servicing of motor vehicles for items such as lube changes, inspections, windshield repair or
replacement, shocks, minor part replacement, and other such minor repairs.

HIGH-PILED COMBUSTIBLE STORAGE: ADD a second paragraph to read as follows:

Any building classified as a group S Occupancy or Speculative Building exceeding 2,000 sq. ft. that has a
clear height in excess of 14 feet, making it possible to be used for storage in excess of 12 feet, shall be
considered to be high-piled storage. When a specific product cannot be identified (speculative

warehouse), a fire protection system and life safety features shall be installed as for Class IV
commodities, to the maximum pile height.

HIGH-RISE BUILDING. A building with an occupied floor located more than 30 feet above the lowest level
of fire department vehicle access.

ADD: *SELF-SERVICE STORAGE FACILITY. Real property is designed and used for the purpose of renting or

leasing individual storage spaces to customers for the purpose of storing and removing personal
property on a seif-service basis.

ADD: UPGRADED OR REPLACED FIRE ALARM SYSTEM. A fire alarm system that is upgraded or replaced
includes, but is not limited to the following:

* Replacing one single board or fire alarm control unit component with a newer model

* installing a new fire alarm control unit in addition to or in place of an existing one

* Conversion from a horn system to an emergency voice/alarm communication system

* Conversion from a conventional system to one that utilizes addressable or analog devices
The following are not considered an upgrade or replacement:

* Firmware updates

» Software updates
* Replacing boards of the same model with chips utilizing the same or newer firmware

CHAPTER 3 - GENERAL REQUIREMENTS

Section 307 Open burning, Recreational Fires and Portable Outdoor Fireplaces.
Delete 307.1.1 in its entirety and in lieu thereof substitute with the following new Section 307.1.1

Section 307.1.1 Prohibited Open Burning. Open burning shall be prohibited, that is offensive or

objectionable because of smoke emissions or when atmospheric conditions or local circumstances make
such fires hazardous.

Delete 307.2 in its entirety and in lieu thereof substitute with the following new Section 307.2
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307.2 Permit Required. A permit shall be obtained from the fire code official in accordance with Section
105.5 and any current fire district open burning ordinance prior to kindling a fire for recognized
silvicultural or range or wildlife management practices, prevention or control of disease or pests, or open

burning. Application for such approval shall only be presented by and permits issued to the owner of the
land upon which the fire is to be kindled.

Delete 307.3 in its entirety and in lieu thereof substitute with the following new Section 307.3

307.3 Extinguishment Authority. When open burning creates or adds to a hazardous situation, or a
required permit for open burning has not been obtained, the fire code official is authorized to order the
extinguishment by the permit holder, another person responsible or the fire department of open
burning that creates or adds to a hazardous or objectionable situation.

307.4: Add: Also contained in Ordinance 2016-0-006 or 2024-0-006.

307.4 Location. The location for open burning shall not be less than 300 feet from any structure, and
provisions shall be made to prevent the fire from spreading to within 300 feet of any structure.

307.4.3 add exception #2 2. Where buildings, balconies and decks are protected by an approved
automatic sprinkler system.

ADD: 307.4.4 Permanent Outdoor Firepit. Permanently installed outdoor firepits for recreational fire
purposes shall not be installed within 10 feet of a structure or combustible material.

Exception: Permanently installed outdoor fireplaces constructed in accordance with the International
Residential Code or International Building Code.

Section 308 Open Flames

308.1.7 Sky Lanterns. A person shall not release or cause to be released an untethered/unmanned free-
floating device containing an open flame or other heat source, such as but not limited to a sky lantern,

Section 311 Vacant Premises

311.2.2 Fire protection. Amend Section 311 .2.2 by deleting in their entirety the exceptions, including
Subsections 1, 2 and 3.

311.5 Placards: Delete in its entirety.
CHAPTER 4 - EMERGENCY PLANNING and PREPAREDNESS

Section 403 Emergency Preparedness

403.4 Group E Occupancies ADD a sentence to the end: A diagram depicting two evacuation routes shall
be posted in a conspicuous location in each classroom.
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Section 404 Fire Safety, Evacuation and Lockdown Plans
404.2.2 Fire Safety Plans ADD: 4.10. Fire extinguishing system controls.

Section 405 Emergency Evacuation Drills

405.5 Time.

ADD: 3. Notification of teachers/staff having supervision of light- or sound-sensitive students/occupants,

such as those on the autism spectrum, for the protection of those students/occupants, shall be allowed
prior to conducting a drill.

CHAPTER 5 - FIRE SERVICE FEATURES

Section 503 Fire Apparatus Access Roads

Section 503.1.1 Buildings and facilities. Amend Section 503.1 .1 by adding the following new sentences
to the end of the first paragraph of this Section prior to the exceptions:

"Access roads or fire lanes for unlimited area buildings and buildings over thirty feet (30') in height may
be not less than fifteen feet (15') from the buildings, unless the adjacent wall has a minimum fire
resistive rating of two (2) hours. This optional design must be approved by the District. If the height of
the building requires a greater setback to ladder the buildings, the distance from the building shall be as
approved by the District. Access routes shall be continuous around the building. This requirement may

be modified by the District where adequate building access openings and a complete fire suppression
system are provided ."

ADD: 503.1.4 Required access. Approved vehicle access for firefighting and emergency response shall be
provided to all construction or demolition sites. Vehicle access shall be provided to within 50 feet of
temporary or permanent fire department connections. Vehicle access shall be provided by either
temporary or permanent roads, capable of supporting vehicle loading under all weather conditions.
Vehicle access shall be maintained until permanent fire apparatus access roads are available. When fire
apparatus access roads are required to be installed for any structure or development, access shall be
approved prior to the time which construction has progressed beyond completion of the foundation of
any structure. Whenever the connection is not visible to approaching fire apparatus, the fire department
connection shall be indicated by an approved sign.

503.2.1 Dimensions. Fire apparatus access roads shall have an unobstructed width of not less than 24
feet (7315 mm), exclusive of shoulders, except for approved security gates in accordance with Section
503.6, and an unobstructed vertical clearance of not less than 14 feet (4267 mm).

Exception: Vertical clearance may be reduced; provided such reduction does not impair access by fire

apparatus and approved signs are installed and maintained indicating the established vertical clearance
when approved.

Section 503.2.3 Surface. Amend by adding the following new sentence to the end of the paragraph:
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503.2.3 Surface. Fire apparatus access roads shall be designed and maintained to support imposed loads

of 85,000 Lbs. or the heaviest fire department vehicle whichever is greater and shall be surfaced soas to
provide all-weather driving capabilities.

Section 503.3 Markings. Delete this section in its entirety and in lieu thereof substitute the following
new Section 503.3.

Section 503.3 Markings. Where required by the fire code official, approved signs or other approved
notices or markings that include the words NO PARKING - FIRE LANE Striping, signs, or other markings,
when approved by the fire code official, shall be provided for fire apparatus access roads to identify such
roads or prohibit the obstruction thereof. The means by which fire lanes are designated Striping, signs
and other markings shall be maintained in a clean and legible condition at all times, and be replaced or
repaired when necessary to provide adequate visibility. Additional signage that is required by the fire
Code official shall be installed and maintained in a clean and legible condition at all times, and be
replaced or repaired when necessary to provide adequate visibility.

(1) Striping - Fire apparatus access roads shall be continuously marked by painted lines of red traffic
paint six inches (6”) in width to show the boundaries of the lane. The words “NO PARKING FIRE LANE" or
“FIRE LANE NO PARKING” shall appear in four inch (4") white letters at 25 feet intervals on the red order

markings along both sides of the fire lanes. Where a curb is available, the striping shall be on the vertical
face of the curb.

(2) Signs - Signs shall read “NO PARKING FIRE LANE” or “FIRE LANE NO PARKING” and shall be 12” wide
and 18" high. Signs shall be painted on a white background with letters and borders in red, using not less
than 2” lettering. Signs shall be permanently affixed to a stationary post and the bottom of the sign shall
be six feet, six inches (6’6") above finished grade. Signs shall be spaced not more than fifty feet (50')

apart along both sides of the fire lane. Signs may be installed on permanent buildings or walls or as
approved by the Fire Chief.

503.4 Obstruction of Fire Apparatus Access Roads. Fire apparatus access roads shall not be obstructed
in any manner, including the parking of vehicles. The minimum widths and clearances established in

Section 503.2.1 and 503.2.2 and any area marked as a fire lane as described in Section 503.3 shall be
maintained at all times.

503.6 Security gates: Amend Section 503.6 by adding the following new sentence to the end of the
paragraph:

503.6 SECURITY GATES: All security gates or barricades across access roads or driveways shall be
approved by the Fire Code Official, or designee, and must be equipped and installed with an approved
opticom, Knox KeySwitch, Knox box, or Knox padiock device to override all command functions and open

the gates or barricades on the approach of emergency apparatus that is approved by the Fire Prevention
Bureau.
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Section 505 Premises ldentification

505.1 Address Identification. New and existing buildings shall be provided with approved address
identification. The address identification shall be legible and placed in a position that is visible from the
street or road fronting the property. Address identification characters shall contrast with their
background. Address numbers shall be Arabic numbers or alphabetical letters. Numbers shall not be
spelled out. Each character shall be not less than 4 inches (102 mm) 6 inches (152.4 mm) high with a
minimum stroke width of 1/2 inch (12.7 mm). Where required by the fire code official, address numbers
shall be provided in additional approved locations to facilitate emergency response. Where access is by
means of a private road, buildings do not immediately front a street, and/or the building cannot be
viewed from the public way, a monument, pole, or other sign with approved 6-inch (152.4 mm) height
building numerals or addresses and 4-inch (101.6 mm) height suite/apartment numerals of a color
contrasting with the background of the building or other approved means shall be used to identify the
structure. Numerals or addresses shall be posted on a minimum 20-inch {508 mm) by 30-inch (762 mm)
background on border. Address identification shall be maintained.

Exception: R-3 Single Family occupancies shall have approved numerals of a minimum 3 % inches (88.9
mm) in height and a color contrasting with the background clearly visible and legible from the street
fronting the property and rear alleyway where such alleyway exists.

Section 506 KEY BOXES.

Section 506.1 Where required. Amend Section 506.1 by adding the following new sentence to the end
of the paragraph:

“All buildings or tenant spaces are required to install an approved Rapid Entry Box(es) in an accessible

location approved by the fire code official. All key boxes shall be a Knox rapid entry box. Any other box
shall be replaced with a Knox box effective January 1, 2026.

Exception: Key boxes are not required for single-family detached dwellings."

506.1.1 LOCKS (AMEND)

An approved lock shall be installed on gates or similar barriers where required by the fire code official, or
designee, and must be equipped and installed with an approved Knox Key Switch, Knox box or Knox
padlock device that is approved by the Fire Prevention Bureau.

New Sections 506.3, 506.4, 506.5 and 506.6. Add the following new Sections 506.3, 506.4, 506.5, and
506.6 after Section 506.2;

Section 506.3 Alarms. At the request of the owner or lessee, the fire code official shall permit them to
install a key box tamper switch connected to the building's burglar alarm system only. Rapid entry
box(es) shall be instalied in all commercial buildings. The type, number and location of required rapid
entry box(es) shall be approved by the fire code official.

Section 506.4 Type of key box. The type of key box approved for use by the Tri-State Fire Protection

District is the Knox box brand key vault/rapid entry system. The Tri-State Fire Protection District shall be
in complete control of key box and rapid entry system authorization and operation. The Tri-State Fire
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Protection District shall not be required to purchase or sell any key box or rapid entry system products.
The use of residential boxes shall not be allowed on any commercial building.

506.5 LOCATION AND NUMBER: The location of the Knox box shall be approved by the Fire Code Official,
or designee. The Knox box shall be mounted at a maximum height of five feet (5’) above grade in which
a person can stand on without any assistance or such locations as approved by the Fire Code Official. The
total number of Knox boxes required shall be determined by the Fire Code Official.

506.6 KEYS: Key boxes shall contain such keys and other items necessary to provide District access to the
building at locked points of ingress and egress whether on the interior or exterior of such building, to
building systems, controls, and devices, such as but not limited to: fire alarm systems, automatic
sprinkler systems; elevator controls, electrical rooms and mechanical rooms.

Section 507 Fire Protection Water Supplies

Section 507.5.1 Where required. Delete Section 507.5.1 in its entirety and in lieu thereof substitute the
following new Section 507.5.1:

Section 507.5.1 Where required. Fire hydrants shall be installed in accordance with the following:

a. Fire hydrants shall be located along public streets, fire lanes, or access routes so that no portion of the
building perimeter will be over two hundred fifty feet {250') from a public fire hydrant. Where this is not
possible, hydrants shall be placed along the access route at such locations as approved by the fire code
official.

b. In apartments, town houses, condominiums, town/row or cluster housing areas where streets or
parking lots dead end, hydrants shall be placed along the access route at such locations as approved by
the Fire Protection District, DuPage County Water Commission, and/or the Building Official.

c. At least two (2) fire hydrants shall be located within two hundred fifty feet (250') of the building.

d. Hydrants should be so located that:

i. Hydrants will be located approximately ten feet (10') from all-weather roadways. If this cannot be
done, the closest part of the hydrant shall be set back a minimum of two feet {2') from the back

of curb.

ii. Hydrants shall not be located closer than twenty-five feet {25') to a building nor more than One
Hundred (100°) feet from a fire department connection.

iii. Access to fire hydrants shall be by means of all-weather roadways adequate in width, clearance and
strength for firefighting purposes. Such routes including private roadways, shall be maintained
accessible during all seasons of the year.

iv. Fire hydrant outlets shall be a minimum of eighteen inches (18”) and no more than thirty-six inches
(36”) above the finished grade.

e. Fire hydrants used in conjunction with water supplies shall meet the standards of the American Water
Works Association standard no. C-502, and shall have two (2) two and one-half inch (2 %”) outlets and
one (1) four and one-half inch (4 %"} outlet with auxiliary gate valves on the hydrant branch line. Threads
shall be American National Standard. Pumper outlets shall face roadways.

f. Fire hydrants shall be protected from accidental damage by approved methods when located in areas
subject to vehicular damage.
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507.4 Water Supply Test Date and Information. The water supply test used for hydraulic calculation of
fire protection systems shall be conducted in accordance with NFPA 291 “Recommended Practice for Fire
Flow Testing and Marking of Hydrants” and within one (1) year of sprinkler plan submittal. The fire code
official shall be notified prior to the water supply test. Water supply tests shall be witnessed by the fire
code official, as required or. The exact location of the static/residual hydrant and the flow hydrant shall
be indicated on the design drawings. Al fire protection plan submittals shall be accompanied by a hard
copy of the waterflow test report, or as approved by the fire code official. The report must indicate the
dominant water tank level at the time of the test and the maximum and minimum operating levels of the
tank, as well, or identify applicable water supply fluctuation. The licensed contractor must then design
the fire protection system based on this fluctuation information, as per the applicable referenced

NFPA standard. Reference Section 903.3.5 for additional design.

507.5.4 Obstruction. Unobstructed access to fire hydrants shall be maintained at all times. Posts, fences,
vehicles, growth, trash, trash enclosure, storage and other materials or objects shall not be placed or
kept near fire hydrants, fire department inlet connections or fire protection system control valves ina
manner that would prevent such equipment or fire hydrants from being immediately discernible. The

fire department shall not be deterred or hindered from gaining immediate access to fire protection
equipment or fire hydrants requirements.

SECTION 509 Fire Protection and Utility Equipment Identification and Access

509.1.2 Sign Requirements. Unless more stringent requirements apply, lettering for signs required by
this section shall have a minimum height of 2 inches (2”) when located inside a building and 4 inches (4”)

when located outside, or as approved by the fire code official. The letters shall be of a color that
contrasts with the background.

Section 509.3 Amend by adding the following new Section 509.3.

509.3 Access to fire equipment: In multiple single-family dwellings where there is no common area, fire
alarm panels and sprinkler system valves shall be located in a room accessible only to fire district
personnel from the exterior of the building. The fire department shall have access at any time to such
equipment without entering an individual dwelling unit.

CHAPTER 6 - BUILDING SERVICES and SYSTEMS

B e bt A S L AR A LA A AR LTS

Section 604 Elevator Operation, Maintenance and Fire Service Keys

604.2 Emergency operation. Amend 604.2 by adding the following new sentence to the end of the
paragraph:

All required emergency elevator phones shall directly dial a phone number that is monitored by an

agency 24/7 and have the ability to monitor and contact the Dispatch Center that dispatches for Tri-
State Fire Pratection District.
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604.8 Elevator Car Size: Amend by adding the following new Section 604.8.

604.8 Elevator Car Size: Add a new section 604.8 to Section 604 as follows:

All buildings equipped with an elevator for use by tenants shall be equipped for fire department
emergency access to all floors. The size of the elevator car shall be of such a size and arrangement to
accommodate a Twenty-four inch (24”) by Eighty-four inch (84”) ambulance stretcher in the horizontal
open position. When there are a number of elevators provided, only one has to meet this requirement.
In the case of a large warehouse facility, the fire department reserves the right to require multiple
elevators able to accommodate an ambulance stretcher. The requirement specified in Chapter 30 of the
International Building Code shall not be used to eliminate this requirement. This requirement does not
pertain to elevator cars in detached single-family dwellings.

Section 605 Fuel-Fired Appliances

605.4 Fuel oil storage systems. Fuel oil storage systems shall be installed and maintained in accordance

with this code. Tanks and fuel-oil piping systems shall be installed in accordance with Chapter 13 of the
International Mechanical Code and Chapter 57 of IFC.

605.4.1 Fuel oil storage in outside, above-ground tanks. Where connected to a fuel-oil piping system,
the maximum amount of fuel oil storage allowed outside above ground without additional protection
shall be 660 gallons (2498 L). The storage of fuel oil above ground in quantities exceeding 660 gallons

(2498 L) shall comply with NFPA 31 and Chapter 57 of iFC.

605.4.1.1 Approval. Outdoor fuel oil storage tanks shall be in accordance with UL 80, UL 142 or UL 2085,
and also listed as double-wall/secondary containment tanks.

605.4.2.2 Quantity limits. One or more fuel oil storage tanks containing Class I or 1ll combustible liquid
shall be permitted in a building. The aggregate capacity of all tanks shall not exceed the following:

1. 660 gallons (2498 L) in unsprinklered buildings, where stored in a tank complying with UL 80, UL 142
or UL 2085 and also listed as a double-wall/secondary containment tank for Class 1 liquids.

CHAPTER 8 INTERIOR FINISH, DECORATIVE MATERIALS AND FURNISHINGS

Section 806 Natural Decorative Vegetation in New and Existing Buildings

806.1.1 Restricted occupancies. Delete Section 806.1.1 in its entirety and in lieu thereof substitute with
the following new Section 806.1.1:

806.1.1 Restricted occupancies. Natural cut trees shall be prohibited within ambulatory care facilities
and Group A, S, E, I-1, I-2, I3, -4, M, R-1, R-2 and R-4 occupancies. Exceptions are deleted.
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Section 807 Decorative Materials and Artificial Decorative Vegetation in New and Existing Buildings

807.5.2.2 Artwork in Corridors. Artwork and teaching materials shall be limited on the walls of corridors
to not more than 20% of the wall area. Such materials shall not be continuous from floor to ceiling or
wall to wall. Curtains, draperies, wall hangings, and other decorative material suspended from the walls

or ceilings shall meet the flame propagation performance criteria of NFPA 701 in accordance with
Section 807 or be noncombustible.

807.5.2.3 Artwork in Classrooms. Artwork and teaching materials shall be limited on walls of classrooms
to not more than 20% of the specific wall area to which they are attached. Curtains, draperies, wall
hangings and other decorative material suspended from the walls or ceilings shall meet the flame
propagation performance criteria of NFPA 701 in accordance with Section 807 or be noncombustible,

CHAPTER 9 FIRE PROTECTION and LIFE SAFETY SYSTEMS
Section 901 General

Section 901.4. Fire Protection and Life Safety Systems. Delete Section 901.4 in its entirety and in lieu
thereof substitute with the following new Section 901.4 and subsections 901.4.1, 901.4.2, 901.4.3,
901.4.4, 901.4.5, 901.4.6, and 901.4.7 to remain in effect:

901.4 Fire Protection and Life Safety Systems:

Fire protection systems shall be maintained in accordance with the original installation standards for that
system. Required fire protection systems shall be extended, altered, or augmented as necessary to
maintain and continue protection whenever the building is altered, remodeled, or added to. Additions,
alterations or repairs to any building or structure shall conform with the requirements of the Code for
new construction. Additions or alterations shall not be made to an existing building or structure

which will cause the existing building or structure to be in violation of any provisions of this Code.
Portions of the structure not altered and not affected by the alteration are not required to comply with
the Code’s requirements for a new structure unless that portion of the alteration exceeds 25% of the
total fire area of the existing structure. The provisions of Chapter 33 of the International Building Code
shall not be used to eliminate the installation of any fire protection systems.

Section 901.5 Administration of Installation acceptance testing. Amend by adding the following new
sentence to the end of the paragraph:

- The Fire Code Official, or designee, shall be notified at least forty-eight (48) hours prior to schedule
any required acceptance testing.
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Section 901.6 Inspection Testing and Maintenance

ADD 901.6.1.1 Standpipe Testing. Building owners/managers must maintain and test standpipe systems
as per NFPA 25 requirements. The following additional requirements shall be applied to the testing that
is required every five (5) years:

1. The piping between the Fire Department Connection (FDC) and the standpipe shall be backflushed or
inspected by approved camera when foreign material is present or when caps are missing, and also
hydrostatically tested for all FDC's on any type of standpipe system. Hydrostatic testing shall also be
conducted in accordance with NFPA 25 requirements for the different types of standpipe systems.

2. For any manual (dry or wet) standpipe system not having an automatic water supply capable of
flowing water through the standpipe, the tester shall connect hose from a fire hydrant or portable
pumping system (as approved by the fire code official) to each FDC, and flow water through the
standpipe system to the roof outlet to verify that each inlet connection functions properly. Confirm that
there are no open hose valves prior to introducing water into a dry standpipe. There is no required
pressure criteria at the outlet. Verify that check valves function properly and that there are no closed
control valves on the system.

3. Any pressure relief, reducing, or control valves shall be tested in accordance with the requirements of
NFPA 25. All hose valves shall be exercised.

4. If the FDC is not already provided with approved caps, the contractor shall install such caps for all
FDC's as required by the fire code official.

5. Upon successful completion of standpipe test, place a service tag at the bottom of each standpipe
riser in the building. The tag shall be check-marked as for Type of I[TM, and the note on the back of the
tag shall read “S Year Standpipe Test” at a minimum.

6. Any deficiencies noted during the testing, including the required notification of the local Authority
Having Jurisdiction (fire code official) shall be followed.

7. Additionally, records of the testing shall be maintained by the owner and contractor, if applicable, as
required by NFPA 25.

8. Standpipe system tests where water will be flowed external to the building shall not be conducted
during freezing conditions or during the day prior to expected night time freezing conditions.

9. Contact the fire code official for requests to remove existing fire hose from Class Il and Ili standpipe
systems where employees are not trained in the utilization of this firefighting equipment. All standpipe

hose vaives must remain in place and be provided with an approved cap and chain when approval is
given to remove hose by the fire code official.

ADD 901.6.4 False Alarms and Nuisance Alarms. False alarms and nuisance alarms shall not be given,

signaled or transmitted or caused or permitted to be given, signaled ortransmitted in any manner. (Tri-
State FPD Ordinance 2020-0-003)

Section 901.7 Systems out service. Delete Section 901.7 and add:

Where a required fire protection system is out of service or in the event of an excessive number of
activations, the fire department and the fire code official shall be notified immediately and, where
required by the fire code official, the building shall either be evacuated or an approved fire watch shali

be provided for all occupants left unprotected by the shut down until the fire protection system has been
returned to service,
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Where utilized, fire watches shall be provided with not less than one approved means for notification of
the fire department and their only duty shall be to perform constant patrols of the protected premises
and keep watch for fires. In all cases automatic fire suppression and alarm systems shall not be out of
service for more than eight (8) hours without express consent of the Fire Code Official.

Exception: Facilities with an approved notification and impairment management program. The
notification and impairment program for water-based fire protection systems shall comply with NFPA 25.

Section 903 Automatic Sprinkler Systems

Amend 903.1.1 Alternative Protection. Alternative automatic fire-extinguishing systems
complying with Section 904 shall be permitted in addition to automatic sprinkler protection where
recognized by the applicable standard, or as approved by the fire code official.

Section 903.2.1 Group A. Delete Section 903.2.1.1 through 903.2.1.5 and in lieu thereof substitute with
the following new Section 903.2.1:

Section 903.2.1 Group A. An automatic sprinkler system shall be provided throughout all buildings
containing a Group A occupancy of 2,000 square feet or greater.

Exceptions:

1. Areas used exclusively as participant sport areas where the main floor areas located at the same level
as the level of exit discharge of the main entrance and exit.

2. Only concession stands, retail areas, press boxes, enclosed spaces under grandstands or bleachers and

other accessory use areas in Group A-5 with an area greater than 1,000 square feet shall be required to
be provided with an automatic sprinkler system.

3. Where the Group A fire area is located on a floor other than a level of exit discharge serving such
occupancies.

Section 903.2.1.1 Group A-1. Delete Section 903.1.1.1 in its entirety.
Section 903.2.1.2 Group A-2. Delete Section 903.2.1.2 in its entirety.
Section 903.2.1.3 Group A-3. Delete Section 903.2.1.3 in its entirety,
Section 903.2.1.4 Group A-4. Delete Section 903.2.1.4 in its entirety.
Section 903.2.1.5 Group A-5. Delete Section 903.2.1.5 in its entirety.

Section 903.2.2.1 Ambulatory care facilities. Delete Section 903.2.2.1 in its entirety and in lieu thereof
substitute with the following new Section 903.2.2.1:

Section 903.2.2.1 Ambulatory care facilities. An automatic sprinkler system shall be provided

throughout all buildings containing a Group B occupancy of 2,000 square feet or greater and ambulatory
care facilities where one or more care recipients are incapable of self-preservation,
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Section 903.2.3 Group E. Delete Section 903.2.3 in its entirety, including Subsections 1, 2, and 3, and in
lieu thereof substitute with the following new Section 903.2.3:

903.2.3 Group E. An automatic sprinkler system shall be provided throughout all buildings containing a
Group E occupancy.

Section 903.2.4 Group F-1. Delete Section 903.2.4 in its entirety, including subsections 1,2, 3,4 and 5,
and in lieu thereof substitute with the following new Section 903.2.4:

903.2.4 Group F-1. An automatic sprinkler system shall be provided throughout all buildings containing a
Group F-1 occupancy of 2,000 square feet or greater.

Section 903.2.4.1 Woodworking operations. Delete in its entirety and in lieu thereof substitute with
the following new Section 903.2.4:

903.2.4.1 Woodworking operations. An automatic sprinkler system shall be provided throughout all
Group F-1 occupancy fire areas that contain woodworking operations in excess of 2,000 square feet (232
m2) in area that generate finely divided combustible waste or use finely divided combustibie materials.

Section 903.2.5.1 General. Delete Section 903.2.5.1 in its entirety and in lieu thereof substitute with
the following new Section 903.2.5.1;

903.2.5.1 General. An automatic sprinkler system shall be provided throughout all buildings containing a
Group H occupancy.

Section 903.2.6 Group l. Delete Section 903.2.6 in its entirety including the exceptions 1, 2, and 3,
and in lieu thereof substitute with the following new Section 903.2.6:

903.2.6 Group L. An automatic sprinkler system shall be provided throughout all buildings containing a
Group F-1 occupancy of 2,000 square feet or greater. Delete all exceptions.

Section 903.2.7 Group M. Delete Section 903.2.7 in its entirety and in lieu thereof substitute with the
following new Section 903.2.7;

903.2.7 Group M. An automatic sprinkler system shall be provided throughout buildings containing a
Group M occupancy of 2,000 square feet or greater.

903.2.7.1 High-piled storage.

An automatic sprinkler system shall be provided as required in Chapter 32 in all buildings of Group M
where storage of merchandise is in high-piled or rack storage arrays.

903.2.7.2 Group M upholstered furniture or mattresses.

An automatic sprinkler system shall be provided throughout a Group M fire area where the area used for
the display and sale of upholstered furniture or mattresses exceeds 2,000 square feet.
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903.2.7.3 Uthium-ion or lithium metal battery storage.

An automatic sprinkler system shall be provided in a room or space within a Group M occupancy where
required for the storage of lithium-ion or lithium metal batteries by Section 320 or Chapter 32.

903.2.8 Group R. Amend Section 903.2.8 by adding the following new sentences to the end of the
paragraph:

An automatic sprinkler system shall be installed in accordance with Section 903.3 shall be provided
throughout all buildings containing a Group R fire area of 2,000 square feet or greater.

Excluded from this section are single-family dwellings and multi-family dwellings less than four (4)
units.

Section 903.2.9 Group 5-1. Amend Section 903.2.9 in its entirety, including subsections 1, 2, 3, and 4,
and in lieu thereof substitute with the following new Section 903.2.9:

903.2.9 Group S-1. An automatic sprinkler system shall be provided throughout all buildings containing a
Group S-1 occupancy of 2,000 square feet or greater. 2-1/2” fire hose valves shall be required in all
storage occupancies with maximum travel distance of 150’ to reach all areas of storage and located at
man doors plus as needed in other locations in the building to achieve the coverage noted above.
Calculate based on 150psi at FDC to yield 100psi at most remote hose valve with 250gpm flowing -
accumulate flow at 250gpm for each additional hose valve to a maximum of 1,000gpm if

fully sprinklered building - 1,250gpm if not. Control valves shall be required on branch lines feeding hose
valves when the branch line exceeds forty feet (40'). Hose valve systems in these one-story type storage
occupancies shall be on a separate riser with control valve and flow switch.

Exception 5: A Group S-1 fire area used for the storage of lithium-ion or lithium metal powered

vehicles where the fire area exceeds 500 square feet (46.4 m2).

Section 903.2.9.1 Repair garages. Amend Section 903.2.9 in its entirety and in lieu thereof substitute
with the following new Section 903.2.9.1:

903.2.9.1 An automatic sprinkler system shall be provided throughout all buildings used as repair
garages of 2,000 square feet or greater.

Exception 5: A Group $-1 fire area used for the storage of lithium-ion or lithium metal powered vehicles
where the fire area exceeds 500 square feet (46.4 m2).

903.2.9.2 Bulk Storage of Tires Delete Section 903.2.9.2 in its entirety and in lieu thereof substitute
with the following new Section 903.2.9.2:

903.2.9.2 An automatic sprinkler system shall be provided throughout all buildings used as repair
garages of 2,000 square feet or greater.
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Amend 903.2.9.4 Group S-1 upholstered furniture and mattresses.
An automatic sprinkler system shall be provided throughout a Group S-1 fire area where the area Used
for the storage of upholstered furniture or mattresses exceeds 2,000 square feet (232 m2).

Exception: Self-service storage facilities not greater than one story above grade plane where all storage
spaces can be accessed directly from the exterior.

Section 903.2.10 Group $-2. Delete in its entirety and in lieu thereof substitute with the following new
Section 903.2.10:

Section 903.2.10 Group S-2. An automatic sprinkler system shall be provided throughout all buildings
containing a Group S-2 occupancy of 2,000 square feet or greater or where enclosed parking garages

are located beneath other groups. 2-1/2” fire hose valves shall be required in all storage occupancies
with maximum travel distance of one hundred and fifty feet (150°) to reach all areas of storage and
located at man doors plus as needed in other locations in the building to achieve the coverage

noted above. Calculate based on 150psi at FDC to yield 100psi at most remote hose valve with 250gpm
flowing - accumulate flow at 250gpm for each additional hose valve to a maximum of 1,000gpm if

fully sprinklered building - 1,250gpm if not. Control valves shall be required on branch lines feeding hose
valves when the branch line exceeds forty feet {40’). Hose valve systems in these one-story type storage
occupancies shall be on a separate riser with control valve and flow switch.

Section 903.2.10.1 Commercial parking garages. Delete in its entirety and in lieu thereof substitute
with the following new Section 903.2.10.1:

903.2.10.1 Commercial parking garages: An automatic sprinkler system shall be provided throughout all
buildings used as parking garages of 2,000 square feet or greater.”

New Section 903.2.10.3 Group U. Add a new Section 903.2.10.3 after 503.2.10.2 as follows:

903.2.10.3 Group U. An automatic sprinkler system shall be provided throughout all buildings containing
a Group U occupancy of 2,000 square feet or greater.
Exceptions:

1. A structure built solely as an accessory to a single-family residential building.
2. A barn or stable predominantly for the care of animals.
3. A structure without either walls, doors or ceiling.

Section 903.2.10.4 Mezzanines. Add a new section 903.2.10.4 after new section 903.2.10.3 as follows:

903.2.10.4 Mezzanines: Ail mezzanines in a sprinklered building or located in occupancy shall be
protected above and below the mezzanine deck by the building’s automatic sprinkler system.

903.2.11.3 Buildings fifty-five feet (55’) or more in height. Delete in its entirety and in lieu of substitute
with the following new section 903.2.11.3:
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903.2.11.3 Buildings 30 feet (30’) or more in height. An automatic sprinkler system shall be installed
throughout buildings that have one or more stories, other than penthouses in compliance with Section
1511 of the International Building Code, located 30 feet (30’) or more above the lowest level of fire
department vehicle access, measured to the finished floor.

Amend Section 903.2.11 by adding the following sections:

903.2.11.7 High-Piled Combustible Storage. For any building with a clear height exceeding 12 feet (12'),
see Chapter 32 to determine if those provisions apply.

903.2.11.8 Spray Booths and Rooms. New and existing spray booths and spraying rooms shall be
protected by an approved automatic fire-extinguishing system,

903.2.11.9 Buildings Over 2,000 sq. ft. An automatic sprinkler system shall be installed throughout all

buildings with a building area 2,000 sq. ft. or greater and in all existing buildings. For the purpose of this
provision, fire walls shall not define separate buildings.

903.3.1.1.1 Exempt Locations. Delete in its entirety and amend 903.1.1.1 as follows:

When approved by the fire code official, automatic sprinklers shall not be required in the following
rooms or areas where such rooms or areas are protected with an automatic fire detection system in
accordance with Section 907.2 that will respond to visible or invisible particles of combustion. Sprinklers
shall not be omitted from a room merely because it is damp, of fire resistance-rated construction or
contains electrical equipment.

1. Any room where the application of water, or flame and water, constitutes a serious life or fire hazard.
2. Any room or space where sprinklers are considered undesirable because of the nature of the contents,
where approved by the fire code official.

3. Generator and transformer rooms, under the direct control of a public utility, separated from the
remainder of the building by walls and floor/ceiling or roof/ceiling assemblies having a fire resistance
rating of not less than two (2) hours.

4. Elevator machine rooms, and machinery spaces, and hoistways, other than pits where such sprinklers
would not necessitate shunt trip requirements under any circumstances.

903.3.1.2.1 Balconies and decks. Amend Section 903.3.1.2.1 to add the following condition:
3. Buildings that are more than thirty feet (30') in height or more than three (3) stories.

903.3.1.2.2 Corridors and balconies in the means of egress. Delete in its entirety and in lieu thereof
substitute with the following new Section 903.3.1.2.2:

903.3.1.2.2 Corridors and balconies in the means of egress. Sprinkler protection shall be provided in all
corridors and for all balconies in the means of egress.

903.3.1.2.3 Attics Amend subsection #3 to state:
Attic spaces of buildings that are three (3) or more stories in height above grade plane or above the

lowest level of fire department vehicle access.

Add the following section:
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903.3.1.4 Freeze protection. Freeze protection systems for automatic fire sprinkler systems shall be in
accordance with the requirements of the applicable referenced NFPA standard and this section.

Add the following section:

903.3.1.4.1 Attics. Only dry-pipe, preaction, or listed antifreeze automatic fire sprinkler systems shall be
allowed to protect attic spaces.

Exception: Wet-pipe fire sprinkler systems shall be allowed to protect non-ventilated attic spaces where:
1. The attic sprinklers are supplied by a separate floor control valve assembly to allow ease of draining
the attic system without impairing sprinklers throughout the rest of the building, and

2. Adequate heat shall be provided for freeze protection as per the applicable referenced NFPA standard,
and

3. The attic space is a part of the building’s thermal, or heat, envelope, such that insulation is provided at
the roof deck, rather than at the ceiling level.

Add the following section:

903.3.1.4.2 Heat trace/insulation. Heat trace/insulation shall only be allowed where approved by the
fire code official for small sections of large diameter water-filled pipe.

Section 903.3.5; add a second paragraph to read as follows:

Water supply as required for such systems shall be provided in conformance with the supply
requirements of the respective NFPA standards; however, every water-based fire protection system shall
be designed with a 20 psi safety factor. Reference Section 507.4 for additional design requirements.

903.3.6 Hose threads. Amend Section 903.3.6 by adding the following new sentence to
the end of the paragraph:

 flexible sprinkler drops shall not be allowed- all piping shall be hard piped

903.4 Sprinkler system supervision and alarms. Amend by adding the following new sentences to the
end of the paragraph:

Sprinkler and standpipe system water-flow detectors shall be provided for each floor tap to the sprinkler
system and shall cause an alarm upon detection of water flow for more than forty-five (45) seconds. Ali
control valves in the sprinkler and standpipe systems except for fire department hose connection valves

shall be electrically supervised to initiate a trouble signal at the central station upon tampering. No
chains or locks will be allowed.

Section 904 Alternative Automatic Fire Extinguishing Systems
904.3.4.2Monitoring. Amend by adding the following new sentence to the end of the paragraph:

-.wireless transmission of fire alarm signals which manually or automatically retransmit trouble,
supervisory and full fire alarm signals to an Approved Central Station Center that is monitored 24/7.
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Add: Section 903.4.2; add second paragraph to read as follows and delete the exception:

The alarm device required on the exterior of the building shall be a weatherproof horn/strobe
notification appliance with a minimum 75 candela strobe rating with a red lens, installed above the fire
department connection at a height approved by the Fire Prevention Bureau.

905.3 Required installations. Amend by adding the following new sentence to the end of the
paragraph:

- Standpipes shall be required in all buildings over two (2) stories. Locate firehose valves at intermediate
tandings plus at first floor landing. And when stairwells provide roof access then hose valve required at
floor landing of highest floor, but if no roof access in stairwells then extend at least one (1) hose valve
thru to the roof level unless roof slope exceeds 3 in 12 (for every 12" of horizontal distance on the roof, it

drops 3” vertically). All standpipes shall be equipped with 2-1/2" hose valves with a 2-1/2” x 1-1/2”
reducer and cap.

Section 905.3.1 Height: Amend Section 905.3.1 by adding the following new sentence to the end of the
paragraph:

Class | standpipe systems shall also be installed throughout buildings where the floor level of the highest
story is two (2) stories with 25 foot (25') corridors in length and all buildings which are four (4) stories in

height, including penthouses. All standpipes shall be equipped with 2-1/2” hose valves with a 2-1/2" x 1-
1/2” reducer and cap.

905.3.8 Hose and cabinet. Add the following new Section 905.3.8:

905.3.8 Locate firehose valves at intermediate landings plus at first floor landing. And when stairwells
provide roof access then hose valve required at floor landing of highest floor, but if no roof access in
stairwells then extend at least one (1) hose valve thru to the roof leve! unless roof slope exceeds 3in 12
(for every 12” of horizontal distance on the roof, it drops 3" vertically) . Alf firehose valves shall be
equipped with 2-1/2” hose valves with a 2-1/2” x 1-1/2" reducer and cap.

905.4 Location of Class 1 standpipe hose connections. Add a sentence at the end:

7. When required by this Chapter, standpipe connections shall be placed adjacent to all required exits to
the structure and at ONE HUNDRED AND FIFTY feet (150') intervals along major corridors thereafter, or
as otherwise approved by the fire code official.

905.8 Dry standpipes. Add the following sentence to the end of the exception:
Dry standpipes shall not be installed.
Exception: Where subject to freezing and in accordance with NFPA 14. Additionally, manual dry

standpipe systems shall be supervised with a minimum of 10 psig and a maximum of 40 psig air pressure
with a high/low TROUBLE alarm.

Section 905.9 Valve supervision; add a second paragraph after the exceptions to read as follows:;
Sprinkler and standpipe system water-flow detectors shall be provided for each floor tap to the sprinkler
system and shall cause an alarm upon detection of water flow for more than forty-five (45) seconds. All
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control valves in the sprinkler and standpipe systems except for fire department hose connection valves
shall be electrically supervised to initiate a TROUBLE signal at the central station upon tampering.

Section 906 Portable Fire Extinguishers. Amend by adding the following new sentence to the end of
the paragraph:

906.1 Where required. Portable Fire Extinguishers shall be installed in all occupancy groups and have a
minimum of one fire extinguisher located within five (5) feet of each exterior door and within five (5)
feet of exit stairwells on upper floors. All other areas shall have extinguishers installed in accordance
with this section, NFPA 10, or where required by the Fire Code Official.

Section 906.1(1); delete in its entirety with the exception of the following:

3. In storage areas of Group S occupancies where forklift, powered industrial truck or powered cart
operators are the primary occupants, fixed extinguishers, as specified in NFPA 10, shall not be required
where in accordance with all of the following:

3.1. Use of vehicle-mounted extinguishers shall be approved by the fire code official.

3.2. Each vehicle shall be equipped with a ten (10)pound, 40A:808:C extinguisher affixed to the vehicle
using a mounting bracket approved by the extinguisher manufacturer or the fire code official for
vehicular use.

3.3. Not less than two (2) spare extinguishers of equal or greater rating shall be available onsite to
replace a discharged extinguisher.

3.4. Vehicle operators shall be trained in the proper operation, use and inspection of extinguishers.
3.5. Inspections of vehicle-mounted extinguishers shall be performed daily.

Section 906.3 Size and Distribution: Amend by adding the following new sentence to the end of the
paragraph:

...The minimum size fire extinguisher for use in all occupancy groups shall be 2A10BC and a minimum

weight of five (5) pounds. All other applications shall be in accordance with the provisions of this
section, NFPA 10, or where required by the Fire Code Official.

Section 907 Fire Alarm and Detection Systems:

Section 907.1.2 Fire alarm shop drawings. Amend by adding the following new sentence to the end of
the paragraph:

...Two (2) sets of stamped drawings shall be submitted electronically unless approved by AHJ.

Section 907.1.3 Equipment. Amend by adding the following new sentence to the end of the paragraph:
907.1.3 Equipment. All fire alarm control panels or annunciators installed in all occupancy groups shall
be addressable, key operated, and shall not require any code of any type. All fire alarm control panels
and annunciators shall be equipped with the ability to be locked out and a key provided.

907.1.4 Design Standards. Where a new fire alarm system is installed, the devices shall be addressable.
Fire alarm systems utilizing more than ten (10) smoke detectors shall have analog initiating devices.
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Section 907.2 Where required—new buildings and structures. Amend by adding the following new
sentences to the end of the paragraph:

a) An approved manual, automatic, or manual and automatic fire alarm system shall be provided in new
buildings and structures in accordance with Sections 907.2.1 through 907.2.23. In all cases an approved
automatic fire alarm system shall be provided in buildings of Use Groups A, B, E, F, H, I, M, R-1, R-2, R-3
(where over and under or side-by-side construction is employed), and all buildings of mixed use,
regardless of size, and all other principal buildings and individual uses over one (1) story in height or over
two thousand (2,000) square feet in area, except Use Group R-4. Where automatic sprinkler protection
installed in accordance with Section 903.3.1.1 0r 903.3.1.2 is provided and connected to the building fire
alarm system, automatic heat detection required by this section shall not be required.

b) An approved automatic fire detection system shall be installed in accordance with the provisions of
this code and NFPA 72, Devices, combinations of devices, appliances and equipment shall comply with
Section 907.1.2. The automatic fire detectors shall be smoke detectors, except that an approved
alternative type of detector shall be installed in spaces such as boiler rooms where, during normal
operation, products of combustion are present in sufficient quantity to actuate a smoke detector,

¢} Where automatic sprinklers provide protection to an area, approved flow and tamper switches
interconnected to the fire alarm system shall be provided.

Delete Section 907.2.1 Group A Delete this section in its entirety and in Lieu thereof substitute the
following new Section 907.2.1:

907.2.1 Group A. A manual fire alarm system that activates the occupant notification system in
accordance with Section 907.5 shall be installed in Group A occupancies having an occupant load of 300
or more persons, or where the occupant load is more than 100 persons above or below the lowest level
of exit discharge. Group A occupancies not separated from one another in accordance with Section
707.3.10 of the International Building Code shall be considered as a single occupancy for the purposes
of applying this section. Portions of Group E occupancies occupied for assembly purposes shall be
provided with a fire alarm system as required for the Group E occupancy.

Delete Exception #1:

Activation of fire alarm notification appliances shall:

1. Cause illumination of the means of egress with light of not less than 1 foot-candle {11 lux) at the
walking surface level, and

2. Stop any conflicting or confusing sounds and visual distractions.

Section 907.2.3; change to read as follows:

907.2.3 Group E. A manual fire alarm system that initiates the occupant notification signal utilizing an
emergency voice/alarm communication system meeting the requirements of Section 907.5.2.2 and
installed in accordance with Section 907.6 shall be installed in Group E educational occupancies. When
automatic sprinkler systems or smoke detectors are installed, such systems or detectors shall be
connected to the building fire alarm system. An approved smoke detection system shall be installed in
Group E day care occupancies. Unless separated by a minimum of one hundred feet (100} of open
space, all buildings, whether portable buildings or the main building, will be considered one building for
alarm occupant load consideration and interconnection of alarm systems.
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Exceptions:
1. {No change.}

ADD 1.1. Residential In-Home day care with not more than twelve (12) children may use interconnected

single station detectors in all habitable rooms. (For care of more than five (5) chiidren 2 % or less years of
age, see Section 907.2.6.

{No change to remainder of exceptions.}

Section 907.2.8.2 Automatic smoke detection system. Amend by adding the following new Sections
907.2.8.2.1 and 907.2.8.2.2:

Section 907.2.8.2.1. Heat detectors. Heat detectors shall be provided on every floor and in all generally
unattended areas such as storage rooms, garages, elevator shafts, laundry rooms, furnace rooms,

basements, attic spaces, crawl spaces and similar areas. At least one (1) heat detector shall be provided
in each living unit near the bedrooms.

“Rate of Rise” type heat detectors are not permitted in this application.

Section 907.2.8.2.2. Detectors within Mean of Egress components.
Smoke detectors shall be provided in all stairways, exit access hallways and exit passageways.

Section 907.2.10.1; Public and self storage occupancies change to read as follows:
907.2.10.1 Group S. A manual fire alarm system that activates the occupant notification system in
accordance with Section 907.5 shall be instalied in Group S public- and self- storage occupancies for

interior corridors and interior common areas. Visible notification appliances are not required within
storage units.

Section 907.2.13,High rise buildings
Exception #3; change to read as follows:

3. Open air portions of buildings with an occupancy in Group A-5 in accordance with Section 303.1 of the
International Building Code; however, this exception does not apply to accessory uses including but not
limited to sky boxes, restaurants, and similarly enclosed areas.

Section 907.2.24: Fire alarm and detection systems for townhouses
Amend Section 907 by adding the following new section 907.2.24 after section 907.2.23,

Section 907.2.24;

shall be installed in multiple single-family dwellings {townhouses), if the building or structure contains
three (3) or more units. All fire alarm and detection systems shall be listed and installed in accordance
with the provisions of NFPA 72, the I1BC 2021, and the IFC 2024.

Section 907.4 Initiating devices
ADD Section 907.4.2.7; add to read as follows:
907.4.2.7 Type. Manual alarm initiating devices shall be an approved double action type.
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Section 907.5 Occupant notification systems. Amend by adding the following:

Section 907.5.2.2.5 Emergency Power: All fire alarm control equipment shall have Sixty {60) hours of
standby and five (5) minutes of alarm current for secondary power battery standby.

Section 907.6 Installation and monitoring.

Section 907.6.1 Wiring. Delete this section in its entirety and in lieu thereof substitute the following
new Section 907.6.1:

Section 907.6.1 Wiring. Wiring shall comply with the requirements of the National Electrical Code 2023
edition, NFPA 70, and NFPA 72. Wireless protection systems utilizing radio-frequency transmitting
devices shall comply with the special requirements for supervision of low-power wireless systems in
NFPA 72. All fire alarm wiring shall be installed in conduit on all construction except in accessible ceiling
areas and in open areas more than eight feet (8') above the adjacent finished floor where the threat of
physical damage does not exist. The installation methods shall allow for easy removal and

replacement of each device. All work shall be installed in a professional neat and orderly manner

ADD 907.6.1.1 Wiring Installation. All fire alarm systems shail be installed in such a manner that a failure
of any single initiating device or single open in an initiating circuit conductor will not interfere with the
normal operation of other such devices. All signaling line circuits (SLC) shall be installed in such a way
that a single open will not interfere with the operation of any addressable devices (Class A). Outgoing
and return SLC conductors shall be installed in accordance with NFPA 72 requirements for Class A circuits
and shall have a minimum of four feet separation horizontal and one foot vertical between supply and
return circuit conductors. The initiating device circuit (IDC) from a signaling line circuit interface device

may be wired Class B, provided the distance from the interface device to the initiating device is ten feet
or less.

Section 907.6.2 Power supply. Amend by adding the following sentence:

.. All fire alarm control equipment shall have sixty (60) hours of standby and five (5) minutes of alarm
current for secondary power battery standby.

Section 907.6.3; Initiating device identification
Delete all four Exceptions.

Section 907.6.4 Zones. Delete this section in its entirety and in lieu thereof substitute the following
new Section 907.6.4:

Section 907.6.4 Zones. Except as otherwise approved by the fire official and/or building official, each
floor shall be zoned separately and a zone shall not exceed 10,000 square feet. The length of any zone
shall not exceed 100 feet (100’) in any direction. Automatic sprinkler system zones shall not exceed the
area permitted by NFPA 13, Separate zoning for devices shall be provided as required by NFPA 72.
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Section 907.6.4.1 Zoning indicator panel. Delete this section in its entirety and in lieu thereof
substitute the following new Section 907.7.3.1:

Section 907.6.4.1 Zoning indicator panel. A zoning indicator/fire alarm control panel and the associated
controls shall be provided in an approved location. All zoning indicator/fire alarm control panels shall be
located within climate-controlled enclosures. It shall be prohibited to install a zoning indicator/fire alarm
control panel directly upon the outside exterior walls of a structure. The visual zone indication shall lock

in until the system is reset and shall not be canceled by the operation of an audible-alarm silencing
switch,

Section 907.6.6 Monitoring. Delete this section in its entirety and in lieu thereof substitute the
following new Section 907.6.6.

Section 907.6.6 Monitoring. All fire protection systems shall transmit all alarm signals to the dispatch
center serving Tri-State Fire Protection District, which may be routed through any UL approved central
receiving station. All required fire alarm systems shall transmit alarm, trouble, and where specially
permitted, supervisory signals (specifically where only allowed by the fire official).

Installation shall be in accordance with NFPA 72.

Section 907.6.6.1 Transmission of alarm signals. Delete in its entirety and in lieu thereof substitute
with the following new Section 907.6.6.1:

Section 907.6.6.1 Transmission of alarm signals.

Existing automatic telephone dialing devices, used to transmit a fire protection system signal, shall be
converted to a wireless signal device, or most current monitoring method when repair of the

system requires new signal equipment or disconnected systems are placed back into service, unless
otherwise approved by the Fire Code Official. Transmission of alarm signals to a supervising station shall
be in accordance with NFPA 72, Cellilar transmission of signals in not allowed. Signal transmissions to the
central station shall be via mesh wireless radio.

Section 908 Emergency Alarm Systems. Amend by adding the following new sentence to the end of
Section 908.1:

Section 908.1 Group H Occupancies: Emergency alarms for the detection and notification of an
emergency condition in Group H occupancies shall be provided. All required alarms shall be installed
and maintained in accordance with NFPA 72, Chapter 8 and as defined by lllinois State Law providing for
wireless transmission of fire alarm signals which manually or automatically retransmit trouble,
supervisory and full fire alarm signals to the District's designated dispatch center as regulated by the Tri-
State Fire Protection District. Any fire alarm system that is out of service for four (4) hours or longer must
be promptly reported to the Fire Code Official, or designee, by the property owner or his or her
contracted alarm monitoring company.
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Section 910 Smoke and Heat Removal

Section 910.2; change Exceptions #2 and 3 to read as follows:

2. Only manual smoke and heat removal shall not be required in areas of buildings equipped with early
suppression fast-response (ESFR) sprinklers. Automatic smoke and heat removal is prohibited.

3. Only manual smoke and heat removal shall not be required in areas of buildings equipped with control
mode special application sprinklers with a response time index of 50(m x 5}1/2 or less that are listed to

control a fire in stored commodities with 12 or fewer sprinklers, Automatic smoke and heat removal is
prohibited.

ADD Section 910.2.3; add to read as follows:

910.2.3 Group H. Buildings and portions thereof used as a Group H occupancy as follows:

1. In occupancies classified as Group H-2 or H-3, any of which are more than 15,000 square feet (1394
m2) in single floor area.

Exception: Buildings of noncombustible construction containing only noncombustible materials.

2. In areas of buildings in Group H used for storing Class 2, 3, and 4 liquid and solid oxidizers, Class 1 and
unclassified detonable organic peroxides, Class 3 and 4 unstable {reactive) materials, or Class 2 or 3
water-reactive materials as required for a high-hazard commodity classification.

Exception: Buildings of noncombustible construction containing only noncombustible materials.

Section 912 Fire Department Connections

Section 912.1 Installation. Amend Section 912 by adding the following new sentence to the end of the
paragraph:

.. In all cases a Fire Department Connection with a five inch (5”) Storz inlet shall be provided. Where the
existing fire departmentconnection is not a 5” Storz type connection, it must be replaced with a 5” inch
Storz connection. Any new installation of the Storz connection shall be between 36” and 48” above
finished grade. Any installation where the connection is more than 36” above grade, a 30 degree elbow
shall be required. Where the existing connection is less than 36” above grade, a 30 degree efbow shall
not be allowed. Tri-State reserves the right to grant variances on any fire department connection.

Section 912.2.1 Visible location. Amend Section 912.2.1 by adding the following new sentence to the
end of the paragraph:

- Access routes shall be so arranged that fire department apparatus may respond from all points of the
building to adjacent fire hydrants along routes not to exceed two hundred fifty feet (250} from the most
remote point of the building perimeter to the closest fire hydrant. Fire department connections shall be
located within Seventy-five feet (75') of a fire hydrant at a location approved by the Fire Code Official. If
the building configuration cannot be obtained the Fire Code Official may make concessions.
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Section 913 Fire Pumps

Section 913.2.1; add second paragraph and exception to read as follows: When located on the ground
level at an exterior wall, the fire pump room shall be provided with an exterior fire department access
door that is not less than three feet (3'). in width and six feet eight inches (6'8”) in height, regardless of
any interior doors that are provided. A key box shall be provided at this door, as required by Section
506.1.

Exception: When it is necessary to locate the fire pump room on other levels or not at an exterior wall,
the corridor leading to the fire pump room access from the exterior of the building shall be provided
with equivalent fire resistance as that required for the pump room, or as approved by the fire code
official. Access keys shall be provided in the key box as required by Section 506.1.

913.4 Vaive supervision. Amend by adding the following new sentence to the end of the paragraph:

..open by a fire alarm system installed and maintained in accordance with NFPA 72, Chapter 8 and as
defined by lllinois State Law providing for wireless transmission of fire alarm signals which manually or

automatically retransmit trouble, supervisory and full fire alarm signals to the District’s designated
dispatch center.

Section 914 Fire Protection Based on Special Detailed Requirements of Use and Occupancy
Section 914.3.1.2; change to read as follows:

914.3.1.2 Water Supply to required Fire Pumps. In all buildings that are more than 420 feet in building
height, and buildings of Type IVA and IVB construction that are more than 120 feet in building height,
required fire pumps shall be supplied by connections to no fewer than two water mains located in
different streets. Separate supply piping shall be provided between each connection to the water main

and the pumps. Each connection and the supply piping between the connection and the pumps shall be
sized to supply the flow and pressure required for the pumps to operate,
Exception: Remains unchanged

CHAPTER 10 — MEANS of EGRESS

Section 1003 General Means of Egress

1003.1 Applicability: Amend Section 1003.1 by adding the following new sentence to the end of the
paragraph:

... The general requirements specified in this section shall apply to all three elements of the means of
egress system, in addition to those specific requirements for the exit access, the exit and the exit
discharge detailed elsewhere in this chapter. The provisions of Chapter 33 of the International Building

Code shall not be used to eliminate the installation requirements for exit signs and means of egress
illumination systems.
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Section 1006 Numbers of exits and exit access doorways

Section 1006.2.1; change Exception #3 to read as follows:

3. Unoccupied rooftop mechanical rooms and penthouses are not required to comply with the common
path of egress travel distance measurement.

Section 1008 Means of Egress lilumination:

1008.2 illumination required. Amend Section 1008.2 by adding the following new Exception #6 after
exception #5 as follows:

... 6. Conference rooms, training rooms, break or lunch rooms, and restrooms that accommaodate more
than one occupant.

Section 1010 Doors, Gates, and Turnstiles:

1010.3.4 Security grilles. Amend 1010.3.4 by adding the following new sentence:
- = Locking grilles or shutters on any occupancy groups are prohibited.
Section 1013 EXIT SIGNS

1013.3 lllumination. Delete the words "or externally” in Section 1013.3 to read in its entirety as
follows:

1013.3 tllumination. Exit signs shall be internally illuminated.
Exception: Tactile signs required by Section 1013.4 need not be provided with illumination."

Section 1013.5.1 Photoluminescent exit signs.
1013.5.1 Photoluminescent exit signs. Delete in entirety.

Photoluminescent exit signs shall not be allowed except where specifically approved in writing by the fire
code official.

Section 1020 Corridors

Section 1020.2; add Exception #6 to read as follows:

Exceptions:

1. through 5. {No change.} '

6. In unsprinklered group B occupancies, corridor walls and ceilings need not be of fire resistive
construction within a single tenant space when the space is equipped with approved automatic smoke-
detection within the corridor. The actuation of any detector must activate self-annunciating alarms

audible in all areas within the corridor. Smoke detectors must be connected to an approved automatic
fire alarm system where such system is provided.
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Section 1030 Assembly

Section 1030.1.1.1; Spaces under grandstands and bleachers add Exception#4 to read as follows:
Exceptions:

1. through 3. {No change.}
4. Where alternate means or methods are submitted to and approved by the Building And Fire Officials.

Section 1032 Maintenance of the means of egress

Delete section 1032.2 and replace with 1032.2 Reliability. Required exit accesses, exits and exit
discharges shall be continuously maintained free from obstructions or impediments to full instant use in
the case of fire or other emergency where the building area served by the means of egress is occupied.
An exit or exit passageway shall not be used for any purpose that interferes with a means of egress.

CHAPTER 11 — CONSTRUCTION REQUIREMENTS for EXISTING BUILDINGS

Section 1103 Fire Safety Requirements for Existing Buildings

. Section 1103.5.6; add Section 1103.5.6 to read as follows: - e
1103.5.6 Spray Booths and Rooms. Existing spray booths and spray rooms shall be protected by an
approved automatic fire-extinguishing system in accordance with 1103.7 Fire alarm systems.

Amend Section 1103.7 by adding the following new sentence:

~any existing building that would be required by this new code to have a fire alarm system installed shall
comply by the year 2025.

Section 1103.7.7; add Section 1103.7.7 to read as follows:

1103.7.7 Fire Alarm System Design Standards. Where an existing fire alarm system is upgraded or
replaced, the devices shall be addressable. Fire alarm systems utilizing more than ten (10) smoke and/or
heat detectors shall have analog initiating devices.

Exception: Existing systems need not comply unless the total building, or fire alarm system, remodel or
expansion exceeds 30% of the building. When cumulative building, or fire alarm system, remodel or
expansion initiated after the date of original fire alarm panel installation exceeds 50% of the building, or
fire alarm system, the fire alarm system must comply within eighteen {18) months of permit application.

1103.7.7.1 Communication requirements. Refer to Section 907.6.6 for applicable requirements.

CHAPTER 12 — ENERGY SYSTEMS

Section 1203 Emergency and standby power systems

1203.1.3 Installation. ADD the following sentence to the end: Existing installations shall be maintained
in accordance with the original approval, except as specified in Chapter 11.
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1203.1.5 Load Duration. ADD: Exception: Where the system is supplied with natural gas from a utility
provider and is approved.

ADD Section 1203.1.10 Critical Operations Power Systems (COPS). For Critical Operations
Power Systems necessary to maintain continuous power supply to facilities or parts of facilities that

require continuous operation for the reasons of public safety, emergency management, national security,
or business continuity, see NFPA 70.

1203.2 ADD sentence to the end: or elsewhere identified in this code or any other referenced code.

Delete section 1203.2.4 and replace with:

1203.2.4 Emergency Voice/alarm Communications Systems. Emergency power shall be provided for
emergency voice/alarm communications systems in the following occupancies, or as specified elsewhere
in this code, as required in Section 907.5.2.2.5. The system shail be capable of powering the required
load for a duration of not less than sixty (60) hours, as required per ordinance.

Covered and Open Malls, Section 907.2.20 and 914.2

Group A Occupancies, Sections 907.2.1 and 907.5.2.2

Special Amusement Areas, Section 907.2.12 and 914.7

High-rise Buildings, Section 907.2.13 and 914.3

Atriums, Section 907.2.14 and 914.4

Deep Underground Buildings, Section 907.2.19 and 914.5

1203.2.15 Means of Egress lllumination. Change to state Emergency power shall be provided for means
of egress illumination in accordance with Sections 1008.3 and 1104.5.1. (90 minutes or more)

1203.2.16 Delete and replace with;

1203.2.16 Membrane Structures. Emergency power shali be provided for exit signs in temporary tents
and membrane structures in accordance with Section 3103.12.6. (30 minutes or more) Standby power
shall be provided for auxiliary inflation systems in permanent membrane structures in accordance with
Section 2702 of the International Building Code. (4 hours or more) Auxiliary inflation systems shall be

provided in temporary air-supported and air-inflated membrane structures in accordance with section
3103.10.4.

1203.2.18 Delete and replace with:

1203.2.18 Smoke Control Systems. Standby power shall be provided for smoke contro! systems in the
following occupancies, or as specified elsewhere in this code, as required in Section 909.11:

Covered Mall Building, International Building Code, Section 402.7

Atriums, International Building Code, Section 404.7

Underground Buildings, International Building Code, Section 405.8

Group |-3, International Building Code, Section 408.4.2

Stages, International Building Code, Section 410

Special Amusement Areas (as applicable to Group A’s), International Building
Code, Section 411
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Smoke Protected Seating, Section 1030.5.2

Add Section 1203.2.20: ADD: 1203.2.20 Covered and Open Mall Buildings. Emergency power shall be
provided in accordance with Section 907.2.20 and 914.2.

Add Section 1203.2.21 1203.2.21 Airport Traffic Control Towers. A standby power system shall be
provided in airport traffic control towers more than 65 ft. in height. Power shall be provided to the
followirig equipment:

1. Pressurization equipment, mechanical equipment and lighting.

2. Elevator operating equipment.

3. Fire alarm and smoke detection systems.

Add Section 1203.2.22 1203.2.22 Smokeproof Enclosures and Stair Pressurization Alternative. Standby
power shall be provided for smokeproof enclosures, stair pressurization alternative and associated
automatic fire detection systems as required by the International Building Code, Section 909.20.7.2.

Add Section 1203.2.23 1203.2.23 Elevator Pressurization. Standby power shall be provided for elevator
pressurization system as required by the International Building Code, Section 909.21.5.

Add Section 1203.2.24 1203.2.24 Elimination of Smoke Dampers in Shaft Penetrations. Standby power

shall be provided when eliminating the smoke dampers in ducts penetrating shafts in accordance with
the International Building Code, Section 717.5.3, exception 2.3,

Add Section 1203.2.25 1203.2.25 Common Exhaust Systems for Clothes Dryers. Standby power shall be

provided for common exhaust systems for clothes dryers located in multistory structures in accordance
with the international Mechanical Code, Section 504.11, Item 7.

Add Section 1203.2.26 1203.2.26 Means of Egress lllumination in Existing Buildings. Emergency power
shall be provided for means of egress illumination in accordance with Section 1104.5 when required by
the fire code official. (90 minutes in I-2, 60 minutes elsewhere.)

CHAPTER 23 — MOTOR FUEL-DISPENSING FACILITIES and REPAIR GARAGES

Section 2304 Dispensing Operations

Delete in entity and replace with:

2304.1 Supervision of Dispensing. The dispensing of fuel at motor fuel-dispensing facilities shall be
conducted by a qualified attendant or shall be under the supervision of a qualified attendant at all times
or shall be in accordance with Section 2204.3. ADD the following:

1. Conducted by a qualified attendant; and/or,

2. Shall be under the supervision of a qualified attendant; and/or

3. Shall be an unattended self-service facility in accordance with Section 2304.3.

At any time the qualified attendant of item Number 1 or 2 above is not present, such operations shall be
considered as an unattended self-service facility and shall also comply with Section 2304.3.
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CHAPTER 24 - FLAMMABLE FINISHES

Section 2401 General
Delete section 3401.2 Nonapplicabliity

CHAPTER 31 — TENTS, TEMPORARY STRUCTURES and OTHER MEMBRANE STRUCTURES
M—————L*——————-———-———m____m_________

Section 3103 Temporary tents and membrane structures
Delete in entirety

Section 3103.3.1; delete this section in its entirety.

CHAPTER 32 ~ HIGH-PILED COMBUSTIBLE STORAGE
3206 General fire protection and life safety features

Delete footnote h. on table 3206.2 and replace with:

Table 3206.2, footnote h; change text to read as follows:

h. Where storage areas are protected by either early suppression fast response (ESFR) sprinkler systems
or control mode special application sprinklers with a response time index of 50 (mes) 1/2 or less that are
listed to control a fire in the stored commodities with twelve {12) or fewer sprinklers, installed in

accordance with NFPA 13, manual smoke and heat vents or manually activated engineered mechanical
smoke exhaust systems shall be required within these areas.

Table 3206.2

Table 3206.2; add footnote j to row titied ‘High Hazard’ and ‘Greater than 300,000 to

read as follows:

j- High hazard high-piled storage areas shall not exceed 500,000 square feet. A two (2) hour fire wall
constructed in accordance with Section 706 of the International Building Code shall be used to divide
high-piled storage exceeding 500,000 square feet in area.

CHAPTER 41 TEMPORARY HEATING and COOKING OPERATIONS

4104.2 Open-flame Cooking Devices. Charcoal burners and other Open-flame cooking devices, charcoal
grills and other similar devices used for cooking shall not be operated, stored located or used on
combustible balconies, decks, or within ten (10) feet of combustible construction.

Exceptions:

1. One- and two-family dwellings where LP-gas containers are limited to a water capacity not greater
than fifty (50) pounds (22.68 kg) [nominal 20 pound (9.08 kg) LP-gas capacity] with an aggregate LP-gas
capacity not to exceed one hundred (100) pounds (5 containers).

All LP-gas containers shall be stored outside, as per Chapter 61.

2. Where buildings, balconies and decks are protected by an approved automatic sprinkler system, and
LP-gas containers are limited to a water capacity not greater than fifty (50) pounds (22.68 kg) [nominal

20 pound (9.08 kg) LP-gas capacity], with an aggregate LP-gas capacity not to exceed forty (40) pounds.
(2 containers). No extra storage of propane
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All LP-gas containers shall be stored outside, as per Chapter 61.

3. LP-gas cooking devices having LP-gas container with a water capacity not greater than 2-1/2 pounds
[nominal 1 pound (0.454 kg) LP-gas capacity}.

CHAPTER 56 ~ EXPLOSIVES and FIREWORKS

Section 5601 General
5601.1.3 Fireworks Delete in entirety and replace with:
Section 5601.1.3; change to read as follows:

5601.1.3 Fireworks. The possession, manufacture, storage, sale, handling, and use of fireworks are
prohibited.

Exceptions:

1. Only when approved for fireworks displays, the storage and handling of fireworks as

allowed in Section 5604 and 5608.

2. The use of fireworks for approved fireworks displays as allowed in Section 5608.

3. The possession, storage, sale, handling and use of specific types of Division 1.4G fireworks where
allowed by applicable laws, ordinances and regulations, provided that such fireworks and facilities

comply with the 2006 edition of NFPA 1124, CPSC 16 CFR Parts 1500 and 1507, and DOTn 49 CFR Parts
100-185, as applicable for consumer fireworks.

CHAPTER 57 - FLAMMABLE and COMBUSTIBLE LIQUIDS

Section 5703.6 Piping systems; add sentence to end of paragraph to read as follows:

An approved method of secondary containment shall be provided for underground tank and piping
systems.

Section 5707 On-demand mobile fueling operations :

Section 5707.4 Mobile fueling areas: ADD: Section 5707.4; add paragraph to read as follows:

Mobile fueling sites shall be restricted to commercial, industrial, governmental, or manufacturing, where
the parking area having such operations is primarily intended for employee vehicles. Mobile fueling shall
be conducted for fleet fueling or employee vehicles only, not the general public. Commercial sites shall
be restricted to office-type or similar occupancies that are not primarily intended for use by the public.

CHAPTER 61 ~ LIQUIHED PETROLEUM GASES

Section 6104 Location of LP-gas containers

Section 6104.2 Maximum capacity within established limits; add Exception 2. to read as follows:

2. Except as permitted in Sections 308 and 6104.3.3, LP-gas containers are not permitted in residential
areas.

Add section 6104.3.3; add to read as follows:
6104.3.3 Spas, Pool Heaters, and Other Listed Devices. Where natural gas service is not available, an LP-

gas container is allowed to be used to supply spa and pool heaters or other listed devices. Such container
shall not exceed 250-gallon water capacity per lot. See Table 6104.3 for location of containers. Exception:
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Lots where LP-gas can be off-loaded wholly on the property where the tank is located may install up to
500 gallon above ground or 1,000 gallon underground approved containers,

Section 6109 Storage of portable Lp gas containers awaiting use or resale
6109.13 Protection of Containers. Delete the exception.

APPENDIX B — FIRE FLOW REQUIREMENTS for BUILDINGS

Table B105.2; change footnote a. to read as follows:
a. The reduced fire-flow shall be not less than 1,500 gallons per minute.

APPENDIX D ~ FIRE APPARATUS ACCESS ROADS

e A LA A LR S el L B el A

Section D102 Required access

D102.1 Access and loading Delete and replace with:

D102.1 Access and loading. Facilities, buildings, or portions of buildings hereafter constructed shall be
accessible to fire department apparatus by way of an approved fire apparatus access road with an

asphalt, concrete, or other approved driving surface capable of supporting the imposed load of fire
apparatus weighing up to 85,000 pounds (38 556 kg).

Section D103.4; Dead ends change table to read as follows:

Length Width Turnarounds required
{feet) {feet)
0~-150 24 None required
151-500 24 120-foot Hammerhead, 60-foot “Y” or 96-foot diameter cul-de-sac in
accordance with Figure D103.1
501-750 26 120-foot Hammerhead, 60-foot “Y” or 96-foot diameter cul-de-sac in
accordance with Figure D103.1
Over 750 Special approval required

Section D103.5 Fire Apparatus access road gates Change subsection 1 to read:
1. Where a single gate is provided, the gate width shall be not less than twenty-four feet (24’). Where a
fire apparatus road consists of a divided roadway, the gate width shall be not less than twelve feet (12’).

D103.6
Change to read:

D103.6 Marking. Striping, signs, or other markings, when approved by the fire code official, shall be
provided for fire apparatus access roads to identify such roads or prohibit the obstruction thereof.
Striping, signs and other markings shall be maintained in a clean and legible condition at all times and be
replaced or repaired when necessary to provide adequate visibility.

(1) Striping — Fire apparatus access roads shall be continuously marked by painted lines of red traffic
paint six inches (6"} in width to show the boundaries of the lane. The words “NO PARKING FIRE LANE” or
“FIRE LANE NO PARKING” shall appear in four inch (4”) white letters at 25 feet (25’) intervals on the red
border markings along both sides of the fire lanes. Where a curb is available, the striping

shall be on the vertical face of the curb.

(2) Signs - Signs shall read “NO PARKING FIRE LANE” or “FIRE LANE NO PARKING” and shall be twelve
inches (12”) wide and eighteen inches (18”) high (See Figure D103.6). Signs shall have red letterson a
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white reflective background, using not less than two inches (2") high lettering. Signs shall be
permanently affixed to a stationary post and the bottom of the sign shall be six feet, six inches (6'6")
above finished grade. Signs shall be spaced not more than fifty feet (50') apart along both sides of the
fire lane. Signs may be installed on permanent buildings or walls or as approved by the Fire Chief.

Section D104 Commercial and industrial developments
D104.3 Remoteness Add to the end of the sentence: or as approved by the fire code official.

Section D105 Aerial fire apparatus access roads

D105.3 Proximity to building.

Change to state: Unless otherwise approved by the fire code official, one or more of the required access
routes meeting this condition shall be located not less than fifteen feet {15’) and not greater than 30 feet
(30°) from the building and shall be positioned parallel to one entire side of the building. The side of the

- building on which the aerial fire apparatus access road is positioned shall be approved by the fire
code official.

Section D106 Multiple family residential developments

D106.3 Remoteness Change to state:

Where two (2) fire apparatus access roads are required, they shall be placed a distance apart equal to
not less than one-half {1/2) of the length of the maximum overall diagonal dimension of the property or
area to be served, measured in a straight line between accesses, or as approved by the fire code official.

Section D107 One or Two family dwelling residential developments

D107.2 Remoteness Change to state:

Where two (2) fire apparatus access roads are required, they shall be placed a distance apart equal to
not less than one-half (1/2) of the length of the maximum overall diagonal dimension of the property or
area to be served, measured in a straight line between accesses, or as approved by the fire code official.

APPENDIX L -~ REQUIREMENTS for FIREFIGHTER AIR REPLENISHMENT SYSTEMS

Delete Appendix L in its entirety.
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